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REQUIREMENTS FOR STONE RIPRAP

3FT X= 6 FT TFT 9 FT
DITCH-SEE SPECIAL PROVISIONS.
Y= 3 FT 3FT 3FT
Z= 1 F7T 1FT 1FT
0.48 0.56 0.70  TON/LIN. FT
ALL OTHER STEEL SHAPES AND PLATES SHALL CONFORM TO THE REQUIREMENTS
OF A.AS.H.T.0. DESIGNATION M-183 EXCEPT POSTS AND ANGLES SHALL CONFORM TO 11721 21 21

AASH.T.0. M-223, GRADE 50.

BOLTS, CAP SCREWS, AND NUTS SHALL CONFORM TO THE REQUIREMENT OF A.S.T.M.
DESIGNATION A-307 EXCEPT FOR HIGH STRENGTH BOLTS, NUTS, AND WASHERS NOTED

Y= 4 FT AFT  4FT
WHICH SHALL CONFORM TO A.A.S.H.T.0. DESIGNATION M-164.
Z= 1FT 1FT 1FT
ALL BOLTS, NUTS, CAP SCREWS, WASHERS, AND LOCK WASHERS SHALL BE
GALVINIZED IN ACCORDANCE WITH A.A.S.H.T.O. DESIGNATION M-232. 0.56 0.64 078 TON/LIN. FT

ALL FIELD DRILLED HOLES SHALL BE COATED WITH AN APPROVED ZINC RICH
PAINT BEFORE ERRECTION.




